
 

 

ADDENDUM TO FIREFIGHTING AND EMERGENCY OPERATIONS VOLUME II-FIRE 
OPERATIONS BOOK I - FIRES IN SINGLE FAMILY DWELLINGS 
 
The following sections should read as follows: 
 
5.2.1 The minimum resources assigned to incidents of reported fires in these types of structures are: 
 
  4 Engine Companies 
  1 Truck Company/Rescue Company 
  1 EMS Unit 
  1 Battalion Supervisor or Equivalent 

 
5.2.2 The assigned resources for fires in single-family dwellings in areas without hydrants should be 
 modified to include: 
 
  3 Tanker 
  1 Tanker Support Engine Company 

 
The following section needs to be inserted: 
 
5.2.3A 5th Engine is to assume fill site unless otherwise directed by the incident commander. 
 
The following section should read as follows: 
 
5.2.7 Units encountering delays in responding should communicate this immediately, along with 
 changes  in arrival order that will affect assignments. The dispatcher should notify the responding 
 Battalion Supervisor or equivalent of these changes. The Battalion Supervisor or 
 equivalent should be advised of and acknowledge companies becoming available and being 
 added to the incident.  
 
5.3.1 Typical positions and initial actions are listed below: 
 
  First due engine - pull past the involved structure or stop short, allowing room for the truck to   

 have the front; on-scene report, layout, size-up, situation report, initial attack line, search as the 
 line is advanced.  

  Second due engine - water supply, back up line.  
  Third due engine - secondary water supply, check for fire extension, visual inspection of side C, 

 and possible exposure line.  
  Fourth due engine - R.I.T. (May assist with outside truck duties) 

  First due truck/rescue - position in front of the structure (the Rescue shall still position away from 
 the structure leaving room for a truck company); force entry if needed, search, ventilation, ladders.  

 
5.3.3 The truck company shall take a position at the most strategic location that will allow for  rapid 
 placement of ladders (front and rear), and entry into the structure while the rescue company should 
 position to allow rapid access to the structure while maintaining access and egress to the incident, 
 for additional resources.  
 
6.3.3  Should interior operations be initiated, the first engine company will begin operations following  
 departmental two-in/two-out guidelines.  


